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RADIO AUDIO CONTROL

Cut here before the joint

Connect handlebar
side to ground

560

Connect this wire to SWC input of interface.

47 150 1k

RADIO FUNCTION SWITCH

LEFT HAND CONTROLS

ALL MODELS
EXCEPT

FLHTP-FRG

330

* 3 additional buttons
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RIGHT HAND CONTROLS

ALL MODELS
EXCEPT

FLHTP-FRG

SWITCH PINK/ GREEN/ BROWN/ GRAY/
POSITION WHITE BLUE BLACK GREEN

+VOL X X
AUDIO X X
-VOL X X

SWITCH BROWN/ PINK/ VIOLET/ GRAY/
POSITION WHITE WHITE BLACK WHITE

UP X X
MODE X X
DOWN X X

GY/GN GY/GN
GN/BEGN/BE

PK/W PK/W
BN/BK BN/BK

BN/W
GY/W
PK/W
V/BK V/BK

PK/W
GY/W
BN/W

PK/W
GY/W
V/BK
BN/W

BN/BK

GN/BE
GY/GN

[22B] [22A]

[24B] [24A]

[27B]

TO RADIO
[27A]

V/BK

O/BK O/BK

O/BK

V/BK

SWITCH VIOLET/ GRAY/ ORANGE/ BROWN/
POSITION BLACK GREEN BLACK BLACK
+SQ UP X X

PTT X X
-SQ DN X X

1. On the [24A] connector, cut PK/W wire - pin #9, before the joint and connect the handle bar side to ground. Insulate 
the remainingg wire.

2. On the [27B] connector, splice PK/W - pin #3 and GN/BE - pin #23 together with a 47 ohm resistor inline. Splice 
GY/W - pin #4 and GY/GN together with a 150 ohm resistor inline. Splice V/BK - pin #5 and BN/BK - pin #8 together 
with a 1k resistor inline. Connect all remaining ends of resistors together and connect to SWC input wire of interface. 
Connect BN/W - pin #6 to ground with a 560 ohm resistor inline.

3. * Additional buttons added. Cut [24A] V/BK - pin #7 before joint and connect wire from handlebar side to ground with 
a 330 ohm resistor inline. Connect [27B] O/BK - pin #7 to SWC input.

Harley Davidson
with 3 additional buttons


